












Available jars and Petri dish holders

Jar Contents Petri dish holder

AJ9022 1 stack of 6 Petri dishes ø 9-10 cm PH 1060

AJ9023 1 stack of 12 Petri dishes ø 9-10 cm PH 1040

3 stacks of 12 Petri dishes ø 6 cm PH 1080

AJ9025★ 1 stack of Micro-titter plates 13 x 9 cm PH 1090

1 stack of 10 Petri dishes ø 14.5 cm PH 1070

AJ9028★

4 stacks of 12 Petri dishes ø 9 cm Non

3 stacks of 12 Petri dishes ø 10 cm PH 1050

Available catalysts

Catalyst type For use in Jar Quantity needed

AJ9022, AJ9023 1

CA0000 AJ9025 2

AJ9028 3

CA0001★ AJ9025, AJ9028 1

Halamid Jar cleaner and disinfectant
Halamid is based on latent chlorine and oxygen. It is offi cially registered in conformity with the Dutch 
Biocide Regulation for use in the food and healthcare sectors.

➤ Effective against bacteria, fungi and viruses.
➤ Very high percentage of stable and active substance.
➤ Releases exactly the right amount of chlorine needed for an optimal disinfecting result. 

A Halamid-solution therefore retains its active properties even over very long periods.
➤ Excellent storage stability.
➤ Not aggressive towards metals and other materials (such as rubber, plastics, 

wood, etc.)
➤ Does not attach to surfaces and is therefore easy to rinse.
➤ Dissolves easily in cold water (maximum concentration is 10% at a 

temperature of 15°C). In most cases 0.5 to 1.0% will be suffi cient.

The quick (snap-shut) coupling
The jar features a coupling, enabling quick connection 
to the Anoxomat System in one swift move. The jar can 
be easily disconnected after processing. The coupling 
guarantees absolute closure during incubation.

The Petri dish holders
One or more corresponding Petri dish holders can be 
supplied with each jar for almost every size of Petri 
dish and even micro-titter plates. The holders, made of 
autoclavable stainless steel, permit much easier dish 
handling.

Catalyst
After processing the jars with the Anoxomat using the anaerobic recipe, a mere 0.16% of oxygen remains 
in the jar. A small catalyst is needed to obtain and retain absolute anaerobiosis. This catalyst consists of 
palladium coated aluminium pellets in a stainless steel gauge sachet. The catalyst can be used numerous 
times by reactivation in a hot-air oven. It can be easily mounted under the jar lid with the catalyst-clip.
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Your local Anoxomat partner

Please fi nd the Anoxomat distributor in your country on: www.anoxomat.com ❯ Distributor Network

MART® Microbiology B.V.
an Advanced Instruments company
De Bolder 68
9206 AR Drachten
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the Netherlands
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